Indoor Unit: AR2MVI32-09WiFi Outdoor Unit: USMRSL32(5)-42 f) inventor

Cooling

Model(s): Information to identify the model(s) to which the information relates:

Outdoor side heat exchanger of air conditioner: [default: air]

Indoor side heat exchanger of air conditioner: [default: air]

Type: compressor driven vapour compression

If applicable: driver of compressor: [electric motor]

Parameters shall be declared for the average heating season, parameters for the warmer and colder heating seasons are optional.

Item Symbol Value Unit Item Symbol Value Unit
Rated cooling capacit 12,4 kW Seasonal space cooling energy
g capacity e efficiency N.. 261,0 %
Declared cooling capacity for part load at given outdoor Declared energy efficiency ratio or gas utilisation efficiency/auxiliary

temperatures Tj and indoor 27°/19°C (dry/wet bulb) energy factor for part load at given outdoor temperatures Tj
Tj=+35°C Pdc 12,300 Kw Tj=+35°C EER, 295,8 %
Tj=+30°C Pdc 8,725 Kw Tj=+30°C EER, 493,4 %
Tj=+25°C Pdc 5,698 Kw Tj=+25°C EER, 784,2 %
Tj=+20°C Pdc 2,931 Kw Tj=+20°C EER, 1478,7 %
Degradation co-efficient C 025 _
for air conditioners(*) de ’

Power consumption in modes other than «active mode»

Off mode Por | 0,0183 kw Crankcase heater mode P 0 kw
Thermostat-off mode P 0,0159 kw Standby mode P 0,0183 kw
Other items
Capacity control fixed/staged/variable For air-to-air air conditioner: air flow o 3850 mé/h
rate, outdoor measured
Sound power level, outdoor L. 54/71 dB
. kgCo,,
GWP of the refrigerant 675 (100 yezat:’s)

(*) If C4c is not determined by measurement then the default degradation coefficient air conditioners shall be 0,25.

(**) From 26 September 2018.

Where information relates to multi-split air conditioners, the test result and performance data may be obtained on the basis of the performance of the outdoor unit, with a
combination of indoor unit(s) recommended by the manufacturer or importer.

f) inventor
Harmonised standard: EN 14511:2011

Contact details for obtaining more information Importer / Distributor in European Union No 2016/2281
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Indoor Unit: AR2MVI32-09WiFi Outdoor Unit: USMRSL32(5)-42

) inventor

Heating

Information to identify the model(s) to which the information relates:
Outdoor side heat exchanger of air conditioner: [default: air]

Indoor side heat exchanger of air conditioner: [default: air]

Indication if the heater is equipped with a supplementary heater: no
If applicable: driver of compressor: [electric motor]

Parameters shall be declared for the average heating season, parameters for the warmer and colder heating seasons are optional.

Item Symbol Value Unit Item Symbol Value Unit
Rated heating capacity Poan 9,5 kw Seasonal space heating energy N 1570 %
: efficiency sl !
Declared coefficient of performance
Declared heating capacity for part load at indoor or gas utilisation efficiency/auxiliary energy factor
temperature 20°C and outdoor temperature Tj for part load at given outdoor temperatures Tj
Tj=-7°C Pdh 8,404 Kw Tj=-7°C COP4 242,3 Kw
Tj=+2°C Pdh 5,196 Kw Tj=+2°C COPy 390,4 Kw
Tj=+7°C Pdh 3,473 Kw Tj=+7°C COP4 529,8 Kw
Tj=+12°C Pdh 2,905 Kw Tj=+12°C COPy 640,6 Kw
T,,,= bivalent temperature Pdh 8,404 Kw T,;,= bivalent temperature COPy 245,5 Kw
T,.= operation limit Pdh 7,953 Kw T,,= operation limit COPy 191,5 Kw
Bivalent temperature Toiv -7 °c
Degradation co-efficient heat pumps (*) Can 0,25 —
Power consumption in modes other than «active mode» Supplementary heater
Off mode Porr 0,0183 Kw Back-up heating capacity (*) elbu 1,265 Kw
Thermostat-off mode Pro 0,0159 Kw Standby mode Psg 0,0183 Kw
Crankcase heater mode Pk 0,000 Kw
Other items

Capacity control fixed/staged/variable For air-to-air heat pumps: air flow 5

— 3850 m3/h

: rate, outdoor measured
Sound power level, indoor/outdoor
L 54/71 dB
measured WA
. kgCo,,

GWP of the refrigerant 675 (100 yeza?fs)

(*) If 4y is not determined by measurement then the default degradation coefficient of heat pumps shall be 0,25.
(**) From 26 September 2018.

Where information relates to multi-split heat pumps, the test result and performance data may be obtained on the basis of the performance of the outdoor unit, with a combina-

tion of indoor unit(s) recommended by the manufacturer or importer.
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Contact details for obtaining more information Importer / Distributor in European Union No 2016/2281

Harmonised standard: EN 14511:2011

Inventor A.G. S.A. / 24th km National Road Athens - Lamia & 2 Thoukididou Str., Ag. Stefanos, 145 65, Calculation methods - Measurement standards: EN 14825
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