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The series of Nemesis Pro air conditioners include a USB 
stick, in order for you, to enjoy all the benefits of remote 
management. Control your climate easily from wherever 
you are, with your Smartphone or Tablet. 
Free download the Ewpe application via Google Play & App 
Store and achieve optimal temperature conditions with 
great energy savings.

STANDARD Wi-Fi Standard

With the special design of the outdoor unit, which 
includes Chassis Heating Belt & Compressor Heating 
Belt, excellent heating performance is achieved, 
extended to -22oC and -15oC and increasing the 
heating capacity by 47%.

Excellent Heating
Performance at -22°C

Being the pioneer in air conditioning, Inventor introduces the new 
R32 refrigerant in the air conditioner series, so as to give you higher 
comfort levels and at the same time protect the environment. 
The new R32 ecological refrigerant, with 68% lower global 
warming potential, does not adversely affect the ozone layer, while 
contributes in reducing global warming and maintenance costs.

R32 - New ECO Refrigerant
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8°C Heating

MODEL N2VI32-09WiFi/
N2VO32-09

N2VI32-12WiFi/
N2VO32-12

N2VI32-18WiFi/
N2VO32-18

N2VI32-24WiFi/
N2VO32-24

Cooling Capacity (Btu/h) 9.212 (3.071-12.966) 12.000 (3.400-13.000) 18.084 (4.299-22.519) 24.000 (3.700-30.900)

Cooling Capacity (kWatt) 2.69 (0.90-3.80) 3.51 (0.99-3.81) 5.30 (1.25-6.60) 7.03 (1.08-9.05)

Heating Capacity (Btu/h) 10.000 (2.388-15.013) 13.000 (4.100-15.010) 19.005 (3.821-23.202) 24.500 (5.800-34.600)

Heating Capacity (kWatt) 2.93 (0.69-4.40) 3.81 (1.20-4.40) 5.57 (1.11-6.80) 7.18 (1.69-10.67)

Seasonal 
Efficiency
(In accordance
to EN14825)

Cooling

Pdesign (kW) 2.7 3.5 5.30 6.40

Energy Class Α+++ Α+++ Α++ Α++ 

SEER 8.50 8.50 7.60 7.00

Annual Power 
Consumption (kWh/year)

111 144 244 350

Heating 
(Middle Zone)

Pdesign (kW) 2.8 3.20 4.50 6.40

Energy Class Α++ Α+ Α+ Α+

SCOP 4.60 4.40 4.10 4.00

Annual Power 
Consumption (kWh/year)

852 1.018 1.537 2.240

Heating
(Warm Zone)

Pdesign (kW) 3.2 3.2 4.60 7.10

Energy Class Α+++ Α+++ Α+++ Α+++

SCOP 5.40 5.10 5.20 5.20

Annual Power 
Consumption (kWh/year)

830 878 1.238 1.912

Voltage / Frequency / Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1 220-240/50/1 220-240/50/1

Current Input (Α)
Cooling 2.6 (0.7-6.4) 4.0 (0.8-7.0) 6.9 (0.9-10.9) 9.15 (1.8-16.4)

Heating 2.9 (1.2-7.5) 4.5 (1.3-7.7) 6.3 (1.5-11.5) 8.44 (2.0-16.9)

Power Input (W)
Cooling 585 (100-1.400) 950 (100-1.400) 1.550 (380-2.450) 2.000 (400-3.700)

Heating 650 (170-1.650) 975 (200-1.650) 1.428 (350-2.600) 1.845 (450-3.800)

Air Flow Volume (m3/h) (Max./High/Medium/Low) 660/540/450/390 680/540/450/390 850/750/610/520 1.250/1.000/900/750

Noise Level 
(dB(A))

Indoor unit 
(Silent/Low/Medium/High)

24/33/37/41 25/34/37/43 34/39/43/49 36/40/44/49

Outdoor unit 52 53 57 60

Sound Power Level
(dB(A))

Indoor unit 56 58 58 65

Outdoor unit 60 62 65 70

Compressor Type ROTARY ROTARY ROTARY ROTARY

Liquid line | Gas line 1/4” | 3/8" 1/4" | 3/8" 1/4” | 1/2" 1/4" | 5/8"

Power Supply Wire Outdoor
(No x mm2) / Fuses (A)

3x1.5/10 3x1.5/10 3x2.5/16 3x2.5/16

Signal Wires (No x mm2) 4x1.5 4x1.5 4x1.5 4x1.5

Dimensions
WxDxH (mm)  

Indoor unit 865x210x290 865x210x290 996x225x301 1.101x249x327

Outdoor unit 848x320x596 848x320x596 955x396x700 955x396x700

Net Weight (kg) Indoor / Outdoor 10.5/33.5 11.0/33.5 13.5/45.0 16.5/53.0

Refrigerant R32/700gr R32/750gr R32/1.000gr R32/1.700gr

Outdoor Operation 
Temperature Range (ºC)

Cooling -15~43 -15~43 -15~43 -15~43

Heating -22~24 -22~24 -22~24 -15~24

R32

Photocatalyst 
Filter

Electrostatic 
Filter


