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With the Hotel Menu function, 
cooling and heating operation 

can be set under certain 
operating temperatures. The air 

conditioner is locked so as to 
prevent operation under extreme 

temperatures, drastically 
contributing to great energy 

savings that can reach up to 70%!

Hotel Menu



09/12/18/24K Btu/h

R32

Model CRVI32-09WFC/
CRVO32-09

CRVI32-12WFC/
CRVO32-12

CRVI32-18WFC/
CRVO32-18

CRVI32-24WFC/
CRVO32-24

Cooling Capacity (Btu/h) 9.000 (4.100-11.700) 12.000 (4.800-15.600) 18.000 (6.700-21.200) 25.000 (10.400-28.800)

Cooling Capacity (kWatt) 2.63 (1.20-3.43) 3.51 (1.40-4.57) 5.27 (1.96-6.21) 7.32 (3.04-8.44)

Heating Capacity (Btu/h) 10.000 (2.800-13.200) 14.000 (3.000-17.500) 19.000 (4.400-23.800) 26.000 (7.100-32.200)

Heating Capacity (kWatt) 2.93 (0.82-3.87) 4.10 (0.87-5.12) 5.56 (1.28-6.97) 7.62 (2.08-9.44)

Seasonal 
Efficiency
(In accordance 
to ΕΝ14825) 

Cooling

Pdesign (kW) 2.6 3.5 5.3 7.2

Energy Class A++ A++ A++ A++

SEER 6.8 6.3 6.7 6.4

Energy Consumption 
(kWh/year)

134 194 277 394

Heating
(Middle Zone)

Pdesign (kW) 2.1 2.5 4.0 5.5

Energy Class A+ A+ A+ A+

SCOP 4.0 4.0 4.0 4.0

Energy Consumption 
(kWh/year)

735 875 1.400 1.925

Heating
(Warm Zone)

Pdesign (kW) 3.0 3.2 4.5 7.0

Energy Class A+++ A+++ A+++ A+++

SCOP 5.1 5.1 5.1 5.1

Energy Consumption 
(kWh/year)

824 862 1.235 1.922

Voltage / Frequency / Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1 220-240/50/1 220-240/50/1

Current Input (Α)
Cooling 3.1 (0.4-6.0) 5.4 (0.5-7.6) 6.5 (0.7-9.7) 9.8 (1.0-13.1)

Heating 3.5 (0.6-6.3) 5.1 (0.7-8.0) 6.0 (1.0-10.1) 9.2 (1.4-13.7)

Power Input (W)
Cooling 737 (100-1.312) 1.250 (110-1.740) 1.500 (150-2.220) 2.260 (230-3.010)

Heating 811 (140-1.380) 1.170 (150-1.830) 1.390 (220-2.330) 2.110 (330-3.150)

Air Flow Volume (m3/h) (Hi / Med / Low) 486/433/329  550/490/360 810/720/550 1.050/970/650

Sound Pressure Level 
(dB(A))

Indoor Unit 
(Si/Lo/Mi/Hi)

20/29/35/41 23/30/37/41 24/33/41/45 27/35/44/46

Outdoor Unit 55.5 55 57 59

Sound Power Level
(dB(A))

Indoor Unit 52 54 57 59

Outdoor Unit 61 61 62 65

Compressor Type ROTARY ROTARY ROTARY ROTARY

Liquid Line | Gas Line 1/4" | 3/8'' 1/4" | 3/8'' 1/4" | 1/2'' 3/8" | 5/8"

Power Supply Wire Outdoor Unit
(No x mm² / A)

3x1.5/10 3x1.5/10 3x2.5/16 3x2.5/16

Signal Wires (No x mm2) 5x1.5 5x1.5 5x1.5 5x1.5

Dimensions 
WxDxH(mm)

Indoor Unit 717x193x302 805x193x302 964x222x325 1.106x232x342

Outdoor Unit 770x300x555 770x300x555 800x333x554 845x363x702

Net Weight  (kg) Indoor / Outdoor 7.5/26.4 8.2/26.5 10.8/37.0 14.3/50.0

Refrigerant/Quantity (g) R32/700 R32/800 R32/1.250 R32/1.600

Operation Temperature 
Range Outdoor Unit (ºC)

Cooling -15~50 -15~50 -15~50 -15~50

Heating -15~30 -15~30 -15~30 -15~30

Ultra 
Silence 
Mode

Energy
Class

Triple
Action
Filter

8°C
Heating

Ionizer Powerful 
Self-Cleaning

Turbo
Mode

Sterilization 
HEPA filter

R32
ECO 
RefrigerantSTANDARD

Wi-Fi
Standard

All DC  
Inverter

ALL   DC
INVERTER

Follow
Me

Low Ambient 
Cooling

Central 
Control

Sleep
Mode

Auto Error 
Diagnosis
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