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Multi Split Systems
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Wide Range of 
Combinations

Golden Fin

R32

Low Ambient 
Cooling

Energy Class Auto Restart

Outdoor Units

Thanks to the advanced technology of the new In-
ventor Multi Outdoor Air Conditioner units, a wide 
range of combinations is available to cover every 
need of your building.

Protect your air conditioner and ensure the exten-
sion of its lifeline thanks to the golden, anticorrosive 
coating of the outdoor unit’s heat exchanger.

The independent electronic expansion valve for each indoor unit offers better operating 
control and efficiency, guaranteeing excellent performance. Enjoy ideal temperature condi-
tions and a perfect atmosphere in your place.
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Electronic expansion valve 
per circuit

Model U5MRSL32(2)-18Β U5MRSL32(3)-27Β U5MRSL32(4)-36 U5MRSL32(5)-42

Cooling Capacity (Btu/h) 18.000 (4.500-19.000) 27.000 (7.170-29.000) 36.000 (7.000-43.200) 42.000 (7.000-48.300)

Cooling Capacity (kWatt) 5.28 (2.23-5.71) 7.91 (2.10-8.50) 10.55 (2.05-12.66) 12.31 (2.05-14.16)

Heating Capacity (Btu/h) 19.000 (6.400-19.600) 27.000 (6.700-30.000) 36.000 (8.000-44.300) 42.000 (8.000-50.400)

Heating Capacity (kWatt) 5.57 (2.34-5.86) 7.91 (1.96-8.79) 10.55 (2.34-12.98) 12.31 (2.34-14.77)

Seasonal Efficiency
(In accordance to 
EN14825)

Cooling

Pdesign (kW) 5.3 7.9 10.6 12.1

Energy Class A++ A++ A++ A+

SEER 6.1 6.1 6.1 5.8

Heating
(Middle Zone)

Pdesign (kW) 4.3 5.3 8.4 9.5

Energy Class A+ A+ A+ A

SCOP 4.0 4.0 4.0 3.8

Heating
(Warm Zone)

Pdesign (kW) 4.8 5.8 8.8 10.0

Energy Class A+++ A+++ A+++ A+++

SCOP 5.1 5.1 5.1 5.1

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1 220-240/50/1 220-240/50/1

Indoor Number of Units (Min – Max) 1-2 1-3 1-4 1-5

Noise Level [dB(A)] 56 53 63 62

Sound Power Level [dB(A)] 64 67 68 71

Dimensions (WxDxH) (mm) 800x333x554 845x363x702 946x410x810 946x410x810

Net Weight (kg) 35.5 51.1 68.8 73.3

Compressor Τype ROTARY ROTARY ROTARY ROTARY

Liquid Line | Gas Line 2 x (1/4” | 3/8”) 3 x (1/4” | 3/8”) 3 x (1/4” | 3/8”) + 1 x (1/4” | 1/2”) 4 x (1/4” | 3/8”) + 1 x (1/4” | 1/2”)

Power Supply Wire Outdoor / Fuses (Νοxmm2)/(Α) 3x2.5 / 1x16 3x2.5 / 1x20 3x4.0 / 1x25 3x4.0 / 1x25

Refrigerant/Charge (g) R32/1.250 R32/1.720 R32/2.100 R32/2.400

Maximum Pipe Length (m)
Total 40 60 80 80

For one Indoor Unit 25 30 35 35

Max. Height Difference Between Indoor and Outdoor Unit (m) 15 15 15 15

Max. Height Difference Between Indoor Units (m) 10 10 10 10

Operation Temperature Range (°C)
Cooling/Heating -15~50 / -15~24 -15~50 / -15~24 -15~50 / -15~24 -15~50 / -15~24

*The data of “Pdesign”, “Energy Class” and “SEER/SCOP” in Cooling, Heating (Middle Zone) & Heating (Warm Zone), refers to the combination of outdoor units with Cassette type indoor units.

F1 ~ F25

Wide Operation 
Range

75m

Flexible
Installation

Robust 
Outdoor Design

Quiet 
Operation

Excellent Heating 
Performance 
Under -15°C
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R32

Wall Mounted

Sterilization 
HEPA Filter Triple Action Filter

The Sterilization HEPA Filter removes even the smallest 
suspended particles from the atmosphere, such as germs, vi-
ruses, pollen, smoke, cleaning the atmosphere in your place 
and reducing the possibilities of allergic reactions.

The Triple Action Filter that consists of Vitamin C, 
Silver Ion and Cold Catalyst contributes significantly 
to improving air quality and protecting your skin and 
hair.

Thanks to the Hotel Menu, cooling and heating can be adjusted under specific operat-
ing limits. The air conditioner remains locked preventing extreme temperature setting 
and contributing to saving up to 70% of operating costs.

Hotel Menu
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Model AR2MVI-09WiFi AR2MVI-12WiFi AR2MVI-18WiFi AR2MVI-24WiFi

Cooling Capacity (Btu/h) 9.000 12.000 18.000 25.000

Cooling Capacity (kWatt) 2.64 3.52 5.28 7.33

Heating Capacity (Btu/h) 9.500 13.000 19.000 26.000

Heating Capacity (kWatt) 2.78 3.81 5.57 7.62

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1 220-240/50/1 220-240/50/1

Current Input (Α)

Cooling 0.11 0.11 0.15 0.28

Heating 0.11 0.11 0.15 0.28

Power Input (W)

Cooling 24 24 34 62

Heating 24 24 34 62

Air Flow Volume (High/Medium/Low) (m3/h) 416/309/230 539/478/294 750/505/420 1.050/750/560

Noise Level (Silent/Low/Medium/High) [dB(A)] 20/23/31/39 21/22/30/38 23/27/33/42 26/30/40/46

Sound Power Level [dB(A)] 54 56 58 62

Dimensions (WxDxH) (mm) 722x187x290 802x189x297 965x215x319 1.080x226x335

Net Weight (kg) 7.3 8.2 9.0 12.0

Liquid Line|Gas Line 1/4” | 3/8” 1/4” | 3/8” 1/4” | 1/2” 3/8” | 5/8”

Wi-Fi
Standard

Golden Fin Excellent Heating 
Performance 
Under -15°C

Low Ambient 
Cooling

Smart
Controller

24-hour TimerSleep ModeFollow Me

STANDARD
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R32

Cassettes

360° Air 
outlet

Auto Restart Built-in
drain pump

Front Desk
Control On/Off 

(Optional)

Anti-cold
air function

Fresh
air intake

Golden Fin

External air duct outlet

Thanks to the Hotel Menu, the operation of the air 
conditioner can be adjusted, preventing extreme 
temperature setting and contributing to saving up to 
70% of operating costs.

Save money and enjoy ideal conditions everywhere 
thanks to the special structure of the indoor unit that 
is suitable for extra small rooms. 

Control your air conditioner easily from wherever you are, with your smartphone or 
tablet. Free download the Invmate II application via Google Play & App Store and achieve 
optimal temperature conditions with great energy savings.

Wi-Fi Ready
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Model LV5MCI32-12WiFiR LV5MCI32-18WiFiRC

Cooling Capacity (Btu/h) 12.000 18.000

Cooling Capacity (kWatt) 3.52 5.28

Heating Capacity (Btu/h) 14.000 18.500

Heating Capacity (kWatt) 4.10 5.42

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1

Current Input (Α)

Cooling 0.18 0.44

Heating 0.18 0.44

Power Input (W)

Cooling 40 102

Heating 40 102

Air Flow Volume (High/Medium/Low) (m3/h) 617/504/415 680/560/500

Noise Level (Low/Medium/High) [dB(A)] 34/37/41 41/42/44

Sound Power Level [dB(A)] 58 56

Dimensions
(WxDxH) (mm) 

Panel 570x570x260 570x570x260

Indoor 647x647x50 647x647x50

Net Weight
(kg)

Panel 2.5 2.5

Indoor 16.2 16.2

Liquid Line |Gas Line 1/4” | 3/8” 1/4” | 1/2”

Hotel Menu

Central Control 
Management 

(Optional)
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R32

Ducted

Golden FinWi-Fi  
Ready

Fresh
air intake

Two air inlet 
styles

Hotel  
Menu

Smart
Controller

Static Pressure/Air
Flow Volume Settings Weekly Planner Controller

With the advanced technology of the new air Duct 
units, you can set either the available static pressure 
or the air flow volume depending on your plant’s 
duct network.

Take advantage of the Weekly Planner and adjust 
according to your needs, the air conditioner’s oper-
ating period, ensuring maximum energy and money 
savings.

The special design of ducted air conditioners with low height allow easy installation even 
on ceilings with restricted height. With a height of 210mm, they provide great solutions for 
every place.

Super slim design
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Μodel LV5MDI32-12WiFiR LV5MDI32-18WiFiRC

Cooling Capacity (Btu/h) 12.000 18.000

Cooling Capacity (kWatt) 3.52 5.28

Heating Capacity (Btu/h) 13.000 19.000

Heating Capacity (kWatt) 3.81 5.57

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1

Current Input (Α)

Cooling 1.1 1.3

Heating 1.1 1.3

Power Input (W)

Cooling 185 200

Heating 185 200

Air Flow Volume (High/Medium/Low) (m3/h) 600/480/300 880/650/350

Static Pressure (Pa) 0-60 0-100

Noise Level (Low/Medium/High) [dB(A)] 27.5/34.5/40 33/38/41.5

Sound Power Level [dB(A)] 59 59

Dimensions (WxDxH) (mm) 700x450x200 880x674x210

Net Weight (kg) 18.0 24.3

Liquid Line |Gas Line 1/4” | 3/8” 1/4” | 1/2”

Built-in
drain pump

Front Desk
Control On/Off 

(Optional)
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R32

Consoles

Excellent Heating 
Performance Under -15°C Quiet Operation

Excellent heating performance even at the most de-
manding regions with low temperature levels, even 
at -15°C. Ensure the preferred temperature condi-
tions and enjoy ideal atmosphere in your place.

Create the perfect environment with excellent condi-
tions of absolute silence thanks to the Quiet Opera-
tion that offers you high performance with low noise 
level.

Double air outlet
Retain stable temperatures easily and quickly, even in cases where increased heating is 
required. Choose whether the air will come out only from the top or from the top and 
bottom at the same time, according to the needs of your place and enjoy ideal tempera-
ture conditions.
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Model LV5MLI32-12 LV5MLI32-18C

Cooling Capacity (Btu/h) 12.000 16.500

Cooling Capacity (kWatt) 3.52 4.84

Heating Capacity (Btu/h) 13.000 17.000

Heating Capacity (kWatt) 3.81 4.98

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1

Current Input (Α)

Cooling 5.2 6.7

Heating 4.8 6.2

Power Input (W)

Cooling 66.6 67

Heating 66.6 67

Air Flow Volume (High/Medium/Low) (m3/h) 512/480/370 560/480/400

Noise Level (Silent/Low/Medium/High) [dB(A)] -/35/41.5/43 25/35/39/42.5

Sound Power Level [dB(A)] 55 60

Dimensions (WxDxH) (mm) 700x210x600 700x210x600

Net Weight (kg) 14.8 14.8

Liquid Line|Gas Line 1/4” | 3/8” 1/4” | 1/2”

Hotel
Menu

Temperature 
Offset

ALL   DC
INVERTER

All DC  
Inverter

R32 ECO 
Refrigerant

Low Ambient 
Cooling

Smart
Controller

Auto Restart Auto Error 
Diagnosis
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Combination Table

Indoor Unit A Indoor Unit B Indoor Unit C Indoor Unit D Indoor Unit E U5MRSL32(2)-18Β U5MRSL32(3)-27Β U5MRSL32(4)-36 U5MRSL32(5)-42

9k - - - - •• •• •• ••
12k - - - - •• •• •• ••
18k - - - - •• •• •• ••
24k - - - - - - •• ••
9k 9k - - - •• •• •• ••
9k 12k - - - •• •• •• ••
9k 18k - - - - •• •• ••
9k 24k - - - - •• ••

12k 12k - - - •• •• •• ••
12k 18k - - - - •• •• ••
12k 24k - - - - •• ••
18k 18k - - - - - •• ••
9k 9k 9k - - - •• •• ••
9k 9k 12k - - - •• •• ••
9k 9k 18k - - - - •• ••
9k 9k 24k - - - - •• ••
9k 12k 12k - - - •• •• ••
9k 12k 18k - - - - •• ••
9k 12k 24k - - - - •• ••
9k 18k 18k - - - - •• ••

12k 12k 12k - - - •• •• ••
12k 12k 18k - - - - •• ••
12k 12k 24k - - - - •• ••
12k 18k 18k - - - - •• ••
9k 9k 9k 9k - - - •• ••
9k 9k 9k 12k - - - •• ••
9k 9k 9k 18k - - - •• ••
9k 9k 9k 24k - - - - ••
9k 9k 12k 12k - - - •• ••
9k 9k 12k 18k - - - •• ••
9k 9k 12k 24k - - - - ••
9k 12k 12k 12k - - - •• ••
9k 12k 12k 18k - - - •• ••

12k 12k 12k 12k - - - •• ••
12k 12k 12k 18k - - - •• ••
9k 9k 9k 9k 9k - - - ••
9k 9k 9k 9k 12k - - - ••
9k 9k 9k 9k 18k - - - ••
9k 9k 9k 12k 12k - - - ••
9k 9k 9k 12k 18k - - - ••
9k 9k 12k 12k 12k - - - ••
9k 12k 12k 12k 12k - - - ••

12k 12k 12k 12k 12k - - - ••

Golden
Fin

F1 ~ F25

Wide Range of 
Combinations

Electronic
expansion valve 
per circuit

Wide 
Operation 
Range
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Air Conditioners for your Business!
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R32

Cassettes

Energy Class Front Desk
Control On/Off 

(Optional)

Wi-Fi 
Ready

Enjoy optimum comfort, anywhere in the room. The air comes out from 8 outlets, covering 
every corner in your place and offering a perfect atmosphere.

360° Air outlet
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Model V6MCRI32-18WiFiR/
U6MRS32-18

V5MCI32-24WiFiR/
U5MRS32-24

V5MCI32-36WiFiR/
U5MRS32-36

V5MCI32-50WiFiR/
U5MRT32-50

V5MCI32-60WiFiR/
U5MRT32-60

Cooling Capacity (Btu/h) 18.000 (9.900-19.600) 24.000 (10.990-28.000) 36.000 (13.800-41.000) 48.000 (16.224-49.761) 53.000 (18.000-57.000)

Cooling Capacity (kWatt) 5.28 (2.90-5.74) 7.03 (3.22-8.21) 10.55 (4.04-12.02) 14.07 (4.75-14.58) 15.53 (5.28-16.71)

Heating Capacity (Btu/h) 18.500 (8.100-20.800) 26.000 (8.300-29.500) 38.000 (10.050-46.000) 55.000 (13.396-57.206) 62.000 (15.000-66.000)

Heating Capacity (kWatt) 5.42 (2.37-6.10) 7.62 (2.43-8.65) 11.14 (2.94-13.48) 16.12 (3.93-16.77) 18.17 (4.4-19.34)

Seasonal 
Efficiency
(In accor-
dance
to EN14825)

Cooling

Pdesign (kW) 5.3 7.0 10.5 14.0 15.7

Energy Class A++ A++ A++ A++ A++

SEER 6.1 6.1 6.1 6.1 6.1

Heating
(Middle 
Zone)

Pdesign (kW) 4.2 5.4 8.8 11.2 11.9

Energy Class A+ A+ A+ A+ A+

SCOP 4.0 4.0 4.0 4.0 4.0

Heating
(Warm 
Zone)

Pdesign (kW) 5.3 5.8 10.5 12.5 12.5

Energy Class A++ A++ A++ A++ A+++

SCOP 4.9 4.9 4.9 4.8 5.1

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1 220-240/50/1 380-415/50/3 380-415/50/3

Current Input (Α)
Cooling 7.2 (3.2-8.2) 9.5 (2.1-12.4) 16.3 (3.9-19.6) 8.3 (1.8-9.3) 9.8 (1.8-11.6)

Heating 6.4 (3.1-8.5) 8.9 (2.2-12.5) 13.0 (3.2-19.4) 8.2 (1.56-8.9) 9.9 (1.6-11.2)

Power Input (W)
Cooling 1.633 (720-1.860) 2.190 (480-2.850) 3.750 (890-4.500) 5.130 (1.174-5.602) 5.951 (1.147-6.682)

Heating 1.460 (700-1.930) 2.050 (500-2.880) 2.993 (720-4.450) 5.050 (987-5.378) 6.036 (1.022-6.448)

Air Flow Volume (High/Medium/Low) (m3/h) 720/625/540 1.378/1.200/1.032 1.775/1.620/1.438 1.715/1.568/1.381 1.970/1.737/1.537

Noise Level [dB(A)]

Indoor unit
(Low/Medium/High)

35.5/39/42.5 40/43/47 46/49/51 49/50/52 48/50.5/53

Outdoor unit 55 62 65 66 66

Sound Power Level 
[dB(A)]

Indoor/Outdoor Unit 56/63 59/64 61/66 65/72 62/65

Power Supply Wire Outdoor / Fuses (Νοxmm2)/(Α) 3x2.5 / 1x16 3x2.5 / 1x16 3x4.0 / 1x25 5x2.5 / 3x20 5x2.5 / 3x20

Power Supply Wire Indoor / Fuses (Νοxmm2)/(Α) - 3x1.5 / 1x10 3x1.5 / 1x10 3x1.5 / 1x10 3x1.5 / 1x10

Signal Wires (Noxmm2) 4 x 1.5 2 x 1.0 Shield 2 x 1.0 Shield 2 x 1.0 Shield 2 x 1.0 Shield

Dimensions
(WxDxH) (mm)

Panel 647x647x50 950x950x55 950x950x55 950x950x55 950x950x55

Indoor Unit 570x570x260 840x840x245 840x840x245 840x840x287 840x840x287

Outdoor Unit 800x333x554 845x363x702 946x410x810 952x415x1.333 952x415x1.333

Net Weight (kg) Panel/Indoor/Outdoor Unit 2.5/16.2/33.7 5.0/23.0/49.4 5.0/27.5/66.8 5.0/29.0/106.7 5.0/29.7/111.3

Liquid Line |Gas Line 1/4" | 1/2" 3/8" | 5/8" 3/8" | 5/8" 3/8" | 5/8" 3/8" | 5/8"

Refrigerant/Charge (g) R32/1.150 R32/1.500 R32/2.400 R32/2.800 R32/2.950

Operation Temperature Range (°C)
Cooling/ Heating -15~50/-15~24 -15~50/-15~24 -15~50/-15~24 -15~50/-15~24 -15~50/-15~24

Anti-cold air 
function

External air duct outlet

Thanks to the Hotel Menu, the operation of the air 
conditioner can be adjusted, preventing extreme 
temperature setting and contributing to saving up to 
70% of operating costs.

Save money and enjoy ideal conditions everywhere 
thanks to the special structure of the indoor unit that 
is suitable for extra small rooms. 

Hotel Menu

Central Control 
Management 

(Optional)

Golden FinFresh
air intake

Built-in
drain pump
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R32

Consoles

Excellent Heating 
Performance Under -15°C

Excellent heating performance even at the most de-
manding regions with low temperature levels, even 
at -15°C. Ensure the preferred temperature condi-
tions and enjoy ideal conditions in your place.
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Thanks to the Hotel Menu, cooling and heating can be adjusted under specific operat-
ing limits. The air conditioner remains locked preventing extreme temperature setting 
and contributing to saving up to 70% of operating costs.

Hotel Menu

Model V5MLI32-12/V5MLO32-12 V6MLΙ32-18/V6MLO32-18

Cooling Capacity (Btu/h) 12.000 (2.627-12.983) 16.500 (9.000-17.000)

Cooling Capacity (kWatt) 3.52 (0.77-3.81) 4.84 (2.64-4.98)

Heating Capacity (Btu/h) 13.000 (1.568-14.808) 17.000 (7.500-19.600)

Heating Capacity (kWatt) 3.81 (0.46-4.34) 4.98 (2.20-5.74)

Seasonal 
Efficiency
(In accor-
dance to 
EN14825)

Cooling

Pdesign (kW) 3.5 4.8

Energy Class A++ A++

SEER 7.7 6.1

Heating
(Middle Zone)

Pdesign (kW) 3.6 4.0

Energy Class A+ A+

SCOP 4.3 4.0

Heating
(Warm Zone)

Pdesign (kW) 3.5 4.5

Energy Class A+++ A++

SCOP 5.1 4.6

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1

Current Input (Α)
Cooling 5.2 (1.40-8.09) 6.7 (2.95-7.54)

Heating 4.8 (1.24-6.45) 6.2 (2.75-8.86)

Power Input (W)
Cooling 1.170 (174-1.844) 1.511 (651-1.714)

Heating 1.100 (149-1.465) 1.400 (606-2.022)

Air Flow Volume (High/Medium/Low) (m3/h) 512/480/370 560/480/400

Noise Level [dB(A)]

Indoor Unit  
(Silent/Low/Medium/High)

-/35/41.5/43 25/35/39/42.5

Outdoor Unit 55.5 55

Sound Power Level 
[dB(A)]

Indoor/Outdoor Unit 55/62 60/64

Power Supply Wire Outdoor / Fuses (Νοxmm2)/(Α) 3x2.5 / 1x16 3x2.5 / 1x16

Signal Wires (Noxmm2) 4x1.5 4x1.5

Dimensions  
(WxDxH) (mm)

Indoor Unit 700x210x600 700x210x600

Outdoor Unit 800x333x554 800x333x554

Net Weight (kg) Indoor/Outdoor Unit 14.8/34.7 14.8/33.7

Compressor Type ROTARY ROTARY

Liquid Line | Gas Line 1/4” | 3/8” 1/4” | 1/2”

Refrigerant/Charge (g) R32/870 R32/1.150

Operation Temperature Range (°C)
Cooling/Heating -15~50/-15~24 -15~50/-15~24

Quiet Operation

Create the perfect environment with excellent condi-
tions of absolute silence thanks to the Quiet Opera-
tion that offers you high performance with low noise 
level.

Energy ClassDouble
air outlet

Low Ambient
Cooling

Temperature 
Offset

R32 ECO 
Refrigerant

Auto Error 
Diagnosis

Auto RestartSmart
Controller
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Floor Ceiling

R32

Energy ClassGolden Fin Fan On/Off 
Switch

Excellent Heating 
Performance 
Under -15°C

Error
Alarm Port

Hotel Menu Wi-Fi Ready

Thanks to the Hotel Menu, the operation of the air 
conditioner can be adjusted, preventing extreme tem-
perature setting and contributing to saving up to 70% 
of operating costs.

Control your air conditioner easily from wherever 
you are, with your smartphone or tablet through the 
Invmate II application and achieve optimal tempera-
ture conditions with great energy savings.

The centralized multi-functional device can control up to 64 indoor units. Control your 
air conditioner, set the temperature you want and select the mode you desire. Ideal for 
hotels, business units and every place where central control is required.

Central Control Management 
(Optional)
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Model V6MKI32-18WiFiR/
U6MRS32-18

V5MKI32-24WiFiR/
U5MRS32-24

V5MKI32-36WiFiR/
U5MRS32-36

V5MKI32-50WiFiR/
U5MRT32-50

V5MKI32-60WiFiR/
U5MRT32-60

Cooling Capacity (Btu/h) 18.000 (9.250-19.000) 24.000 (10.990-28.300) 36.000 (13.400-41.000) 48.000 (16.917-51.559) 54.000 (18.000-58.000)

Cooling Capacity (kWatt) 5.28 (2.71-5.57) 7.03 (3.22-8.29) 10.55 (3.93-12.02) 14.07 (4.96-15.11) 15.83 (5.28-17.0)

Heating Capacity (Btu/h) 19.000 (8.250-21.500) 26.000 (9.280-29.500) 38.000 (9.580-47.600) 55.000 (12.989-61.641) 62.000 (15.000-67.000)

Heating Capacity (kWatt) 5.57 (2.42-6.30) 7.62 (2.72-8.65) 11.14 (2.81-13.95) 16.12 (3.81-18.07) 18.17 (4.4-19.64)

Seasonal 
Efficiency
(In accordance
to EN14825)

Cooling

Pdesign (kW) 5.3 7.0 10.5 14.0 15.9

Energy Class A++ A++ A++ A++ A++

SEER 6.1 6.1 6.1 6.1 6.1

Heating
(Middle 
Zone)

Pdesign (kW) 4.1 5.4 9.0 11.5 11.9

Energy Class A+ A+ A+ A+ A+

SCOP 4.0 4.0 4.0 4.0 4.0

Heating
(Warm Zone)

Pdesign (kW) 5.0 4.9 10.7 12.5 12.5

Energy Class A+++ A++ A++ A+++ A+++

SCOP 5.1 5.0 4.9 5.1 5.1

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1 220-240/50/1 380-415/50/3 380-415/50/3

Current Input (Α)
Cooling 7.2 (3.2-8.2) 10.0 (2.1-13.1) 5.8 (1.2-8.2) 9.1 (1.8-9.8) 10.5 (1.9-11.3)

Heating 6.6 (2.7-7.3) 9.5 (2.2-12.7) 4.8 (1.2-8.3) 8.14 (1.6-10.3) 9.9 (1.6-11.5)

Power Input (W)
Cooling 1.633 (670-1.850) 2.190 (480-2.930) 3.750 (870-4.500) 5.500 (1.158-6.003) 6.063 (1.227-6.496)

Heating 1.500 (540-1.640) 2.050 (500-2.850) 3.000 (730-4.885) 5.050 (1.026-6.200) 6.036 (1.022-6.546)

Air Flow Volume (High/Medium/Low) (m3/h) 880/760/650 1.208/1.066/853 2.160/1.844/1.431 2.329/1.930/1.417 2.454/1.834/1.426

Noise Level [dB(A)]

Indoor Unit
(Low/Medium/High)

34.5/38.5/41.5 41/46/50 42/47/51 46/50/54 42/47/54

Outdoor Unit 55 62 65 66 66

Sound Power Level [dB(A)] Indoor/Outdoor Unit 58/64 61/65 61/67 66/72 68/74

Power Supply Wire Outdoor / Fuses (Νοxmm²)/(Α) 3x2.5 / 1x16 3x2.5 / 1x16 3x4.0 / 1x25 5x2.5 / 3x20 5x2.5 / 3x20

Power Supply Wire Indoor / Fuses (Νοxmm²)/(Α) - 3x1.5 / 1x10 3x1.5 / 1x10 3x1.5 / 1x10 3x1.5 / 1x10

Signal Wires (Noxmm²) 4 x 1.5 2 x 1.0 Shield 2 x 1.0 Shield 2 x 1.0 Shield 2 x 1.0 Shield

Dimensions
WxDxH (mm)

Indoor Unit 1.068x675x235 1.068x675x235 1.650x675x235 1.650x675x235 1.650x675x235

Outdoor Unit 800x333x554 845x363x702 946x410x810 952x415x1.333 952x415x1.333

Net Weight (kg) Indoor/Outdoor Unit 33.7 49.4 66.8 106.7 111.3

Liquid Line | Gas Line 1/4" | 1/2" 3/8" | 5/8" 3/8" | 5/8" 3/8" | 5/8" 3/8" | 5/8"

Refrigerant/Charge (g) R32/1.150 R32/1.500 R32/2.400 R32/2.800 R32/2.950

Operation Temperature Range (°C) 
Cooling/Heating -15~50/-15~24 -15~50/-15~24 -15~50/-15~24 -15~50/-15~24 -15~50/-15~24

Low Ambient 
Cooling

Front Desk 
Control On/Off 

Optional

Temperature 
Offset
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Ducted

R32

Super slim 
design

Wi-Fi 
Ready

Energy Class Hotel  
Menu

Golden Fin

Protect your air conditioner and ensure the exten-
sion of its lifeline thanks to the golden, anticorrosive 
coating of the outdoor unit’s heat exchanger.
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Static Pressure/
Air Flow Volume Settings

With the advanced technology of the new air Duct units, you can set either the available 
static pressure or the air flow volume depending on your plant’s duct network.

Μodel V5MDI32-12WiFiR/
U5MRS32-12

V6MDI32-18WiFiR/
U6MRS32-18

V5MDI32-24WiFiR/
U5MRS32-24

V5MDI32-36WiFiR/
U5MRS32-36

V5MDI32-50WiFiR/
U5MRT32-50

V5MDI32-60WiFiR/
U5MRT32-60

Cooling Capacity (Btu/h) 12.000 (5.100-16.200) 18.000 (8.700-19.400) 24.000 (11.180-27.830) 36.000 (13.800-41.000) 48.000 (14.545-51.845) 52.000 (20.000-59.000)

Cooling Capacity (kWatt) 3.51 (1.49-4.75) 5.28 (2.55-5.69) 7.03 (3.28-8.16) 10.55 (4.04-12.02) 14.07 (4.26-15.19) 15.24 (5.86-17.29)

Heating Capacity (Btu/h) 14.000 (3.300-19.200) 20.000 (7.500-21.000) 26.000 (9.280-29.750) 38.000 (9.580-45.000) 55.000 (12.621-61.500) 62.000 (16.000-70.000)

Heating Capacity (kWatt) 4.10 (0.97-5.63) 5.86 (2.20-6.15) 7.62 (2.72-8.72) 11.14 (2.81-13.19) 16.12 (3.70-18.02) 18.17 (4.69-20.52)

Seasonal 
Efficiency
(In accordance
to EN14825)

Cooling

Pdesign (kW) 3.5 5.3 7.0 10.5 14.0 15.3

Energy Class A++ A++ A++ A++ A++ A++

SEER 6.5 6.1 6.1 6.1 6.1 6.1

Heating
(Middle 
Zone)

Pdesign (kW) 3.2 4.3 5.4 8.4 12.1 12.5

Energy Class A+ A+ A+ A+ A+ A+

SCOP 4.0 4.0 4.0 4.0 4.0 4.0

Heating
(Warm Zone)

Pdesign (kW) 3.7 5.2 6.1 10.5 12.5 13.1

Energy Class A++ A++ A+++ A+++ A+++ A+++

SCOP 4.8 5.0 5.1 5.1 5.1 5.1

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1 220-240/50/1 220-240/50/1 220-240/50/1 380-415/50/3 380-415/50/3

Current Input (Α)
Cooling 4.22 (1.7-7.2) 7.2 (3.2-8.3) 9.5 (2.1-12.4) 17.5 (4.2-19.6) 8.3 (1.8-9.4) 8.93 (2.0-11.6)

Heating 5.0 (1.7-9.0) 7.0 (3.3-7.7) 8.9 (2.2-12.5) 12.9 (3.6-18.4) 6.8 (1.5-9.2) 8.8 (1.6-10.5)

Power Input (W)
Cooling 950 (350-1.620) 1.633 (710-1.900) 2.190 (480-2.850) 4.000 (902-4.900) 5.150 (1.170-5.699) 5.423 (1.274-6.651)

Heating 1.100 (350-2.050) 1.580 (740-1.760) 2.050 (500-2.880) 3.100 (800-4.640) 4.280 (948-5.824) 5.329 (1.042-6.034)

Air Flow Volume (High/Medium/Low) (m3/h) 600/480/300 880/650/350 1.248/1.054/839 1.400/1.150/750 2.400/2.040/1.680 2.600/2.210/1.820

Outdoor Static Pressure (Pa) 0-60 0-100 0-160 0-160 0-160 0-160

Noise Level [dB(A)]

Indoor Unit
(Low/Medium/High)

26/30.5/35 33/38/41.5 38/40/42 40/43/47 48/50/51 51/52/54

Outdoor Unit 55.5 55 62 65 66 66

Sound Power Level [dB(A)] Indoor/Outdoor Unit 56/63 59/63 62/65 63/67 68/72 71/74

Power Supply Wire Outdoor / Fuses (Νοxmm²)/(Α) 3x2.5 / 1x16 3x2.5 / 1x16 3x2.5 / 1x16 3x4.0 / 1x25 5x2.5 / 3x20 5x2.5 / 3x20

Power Supply Wire Indoor / Fuses (Νοxmm²)/(Α) 3x1.5 / 1x10 - 3x1.5 / 1x10 3x1.5 / 1x10 3x1.5 / 1x10 3x1.5 / 1x10

Signal Wires (Noxmm²) 2 x 1.0 Shield 4 x 1.5 2 x 1.0 Shield 2 x 1.0 Shield 2 x 1.0 Shield 2 x 1.0 Shield

Dimensions
(WxDxH) (mm)

Indoor Unit 700x450x200 880x674x210 1.100x774x249 1.360x774x249 1.200x874x300 1.200x874x300

Outdoor Unit 800x333x554 800x333x554 845x363x702 946x410x810 952x415x1.333 952x415x1.333

Net Weight (kg) Indoor/Outdoor Unit 18.0/34.7 24.3/33.7 31.5/49.4 40.5/66.8 47.6/106.7 47.6/111.3

Liquid Line | Gas Line 1/4" | 3/8" 1/4" | 1/2" 3/8" | 5/8" 3/8" | 5/8" 3/8" | 5/8" 3/8" | 5/8"

Refrigerant/Charge (g) R32/870 R32/1.150 R32/1.500 R32/2.400 R32/2.800 R32/2.950

Operation Temperature Range (°C)
Cooling /Heating -15~50/-15~24 -15~50/-15~24 -15~50/-15~24 -15~50/-15~24 -15~50/-15~24 -15~50/-15~24

Two air inlet 
styles

Front Desk 
Control On/Off 

(Optional)

Fresh
air intake

Built-in
drain pump

Weekly Planner Controller

Take advantage of the Weekly Planner and adjust 
according to your needs, the air conditioner’s oper-
ating period, ensuring maximum energy and money 
savings.
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Floor Standing

Smart
Controller

Anti-cold air 
function

Refrigerant
Leakage Detect

Lock

ALL   DC
INVERTER

All DC 
Inverter

Energy Class Wide Vertical Air Flow

Higher and more efficient performance with reduced 
energy consumption. Save money while caring for 
the environment.

Benefit from your air conditioners’ ability to greatly 
distribute the air throughout the room and enjoy the 
temperature you desire in every spot of the place.

Wi-Fi StandardSTANDARD

The Floor Standing Unit V4MRFI-24 includes a module in order for you to enjoy all the ad-
vantages of remote management. Through the smart Wi-Fi function, you create the environ-
ment you want, wherever you are. Free download the Invmate II application via Google Play 
& App Store and save energy by controlling its operation via your smartphone or tablet.
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24-hour Timer Excellent Heating 
Performance 
Under -15°C

Μοντέλο V4MRFI-24/V4MRFO-24

Cooling Capacity (Btu/h) 24.000 (7.500-26.500)

Cooling Capacity (kWatt) 7.03 (2.20-7.77)

Heating Capacity (Btu/h) 26.000 (5.200-29.500)

Heating Capacity (kWatt) 7.03 (1.52-8.65)

EER 3.23

COP 3.71

Seasonal Efficiency
(In accordance to 
EN14825)

Cooling

Pdesign (kW) 6.8

Energy Class A++

SEER 6.4

Heating
(Middle Zone)

Pdesign (kW) 5.4

Energy Class A+

SCOP 4.0

Heating
(Warm Zone)

Pdesign (kW) 5.1

Energy Class A++

SCOP 4.9

Voltage/Frequency/Phase (V/Hz/Ph) 220-240/50/1

Current Input (Α)
Cooling 9.5 (1.0-12.2)

Heating 8.6 (1.2-11.8)

Power Input (W)
Cooling 2.175 (240-2.800)

Heating 1.895 (270-2.600)

Air Flow Volume [m3/h]

Indoor Unit
(High/Medium/Low)

806/704/605

Outdoor Unit 2.700

Noise Level [dB(A)]

Indoor Unit
(Low/Medium/High)

35/38/40

Outdoor Unit 60

Sound Power Level [dB(A)] Indoor/Outdoor Unit 58/63

Power Supply Wire Outdoor / Fuses (Νοxmm2) / (Α) 3x2.5 / 20

Signal Wires (Noxmm²) 4x1.5

Dimensions (WxDxH) (mm)
Indoor Unit 405x405x1.775

Outdoor Unit 845x363x702

Net Weight (kg) Indoor/Outdoor Unit 31.1/51.2

Liquid Line | Gas Line 1/4” | 5/8”

Refrigerant/Charge (g) R410A/1.950

Operation Temperature Range (°C)
Cooling/Heating 0~50/-15~24

Auto Error 
Diagnosis
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Follow Me Maximum
Air Flow

Smart Touch 
Panel

Energy Class

Higher and more efficient performance with reduced 
energy consumption. Save money while caring for 
the environment.

Floor Standing

R32
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Enjoy ideal temperature levels, avoiding at the same time direct exposure to the air flow, 
thanks to the unit’s smart function, Avoid Me. With the vents directing the air where it is 
needed, you can enjoy the atmosphere you wish in your place, avoiding the undesired 
cold air flow.

Avoid Me

Model V5MFI32-60/V5MFO32-60

Cooling Capacity (Btu/h) 48.000 (16.917-52.749)

Cooling Capacity (kWatt) 14.07 (4.96-15.46)

Heating Capacity (Btu/h) 55.000 (15.000-63.081)

Heating Capacity (kWatt) 16.12 (4.40-18.49)

EER 2.84

COP 3.10

Seasonal Efficiency
(In accordance to 
EN14825)

Cooling

Pdesign (kW) 14.6

Energy Class A++

SEER 6.1

Heating
(Middle Zone)

Pdesign (kW) 11

Energy Class A+

SCOP 4.0

Heating
(Warm Zone)

Pdesign (kW) 11.8

Energy Class A+++

SCOP 5.1

Voltage/Frequency/Phase (V/Hz/Ph) 380-415/50/3

Current Input (Α)
Cooling 8.00 (1.77-9.97)

Heating 8.5 (1.60-10.54)

Power Input (W)
Cooling 4.950 (1.158-5.909)

Heating 5.200 (1.022-6.200)

Air Flow Volume [m3/h]

Indoor Unit
(High/Medium/Low)

2.413/2.222/2.027

Outdoor Unit 7.500

Noise Level [dB(A)]

Indoor Unit
(Low/Medium/High)

51.5/53/55

Outdoor Unit 65

Sound Power Level [dB(A)] Indoor/Outdoor Unit 66/70

Power Supply Wire Outdoor / Fuses (Νοxmm2) / (Α) 5x2.5 / 3x20

Power Supply Wire Indoor / Fuses (Νοxmm2) / (Α) 3x1.5 / 1x10

Signal Wires (Noxmm²) 2 x 1.0 Shield

Dimensions (WxDxH) (mm)
Indoor Unit 629x456x1.935

Outdoor Unit 952x415x1.333

Net Weight (kg) Indoor/Outdoor Unit 58.4/106.7

Liquid Line | Gas Line 3/8” | 5/8”

Refrigerant/Charge (g) R32/2.800

Operation Temperature Range (°C)
Cooling/Heating -15~50/-15~24

Anti-cold air 
function

Low Ambient 
Cooling

Excellent Heating 
Performance 
Under -15°C

Smart
Controller

24-hour Timer

Golden Fin

Protect your air conditioner and ensure the exten-
sion of its lifeline thanks to the golden, anticorrosive 
coating of the outdoor unit’s heat exchanger.
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Floor Standing

ALL   DC
INVERTER

All DC 
Inverter

Energy Class Anti-cold 
air function

Higher and more efficient performance with 
reduced energy consumption. Save money while 
caring for the environment.

Thanks to the Anti-cold air function, cold air flow is 
avoided, offering ideal conditions throughout the 
place during the heating operation.
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Ensure guaranteed high heating efficiency even at low ambient temperatures thanks to 
the plug-in electric heater of the indoor unit. The automatic operation of the electric heat-
er allows the carefree use of the unit, accelerating the time required to warm up the place.

Auxiliary heater

Model V4MFI-66B/V4MF0-66B

Cooling Capacity (Btu/h) 55.000 (16.500-63.250)

Cooling Capacity (kWatt) 16.12 (4.84-18.54)

Heating Capacity (Btu/h) 58.000 (17.400-69.600) +12.000

Heating Capacity (kWatt) 17.0 (5.1-20.4) +3.52

EER 2.7

COP 3.61

Seasonal Efficiency
(In accordance to 
EN14825)

Cooling

Pdesign (kW) 15.5

Energy Class A+

SEER 6.0

Heating
(Middle Zone)

Pdesign (kW) 12.2

Energy Class A+

SCOP 4.0

Heating
(Warm Zone)

Pdesign (kW) 12.6

Energy Class A+++

SCOP 5.1

Voltage/Frequency/Phase (V/Hz/Ph) 380-415/50/3

Current Input (Α)
Cooling 10.2 (2.6-13.2)

Heating 8.1 (2.0-10.5)

Power Input (W)
Cooling 5.970 (1.493-7.726)

Heating 4.709 (1.177-6.094)

Air Flow Volume [m3/h]

Indoor Unit
(High/Medium/Low)

2.285/1.927/1.479

Outdoor Unit 7.200

Noise Level [dB(A)]

Indoor Unit
(Low/Medium/High)

49/54/58

Outdoor Unit 62.5

Sound Power Level [dB(A)] Indoor/Outdoor Unit 67/74

Power Supply Wire Outdoor / Fuses (Νοxmm2) / (Α) 5x2.5 / 3x16

Power Supply Wire Indoor / Fuses (Νοxmm2) / (Α) 5x2.5 / 3x16

Signal Wires (Noxmm²) 2 x 1.0 Shield

Dimensions (WxDxH) (mm)
Indoor Unit 610x390x1.925

Outdoor Unit 952x410x1.333

Net Weight (kg) Indoor/Outdoor Unit 60.8/112.8

Liquid Line | Gas Line 3/8"  |  5/8"

Refrigerant/Charge (g) R410A/4.300

Operation Temperature Range (°C)
Cooling/Heating  -15~50/-15~30 

Central Control
Management

(Optional)

Low Ambient 
Cooling

Excellent Heating 
Performance 
Under -15°C

Auto Restart Auto Error 
Diagnosis

Front Desk 
Control On/Off 

(Optional)

Error
Alarm Port



INVENTOR A.G. S.A.
24th km National Road Athens - Lamia & 2 Thoukididou Str., Ag.Stefanos , 145 65, Tel.: +30 211 300 3300 | Fax: +30 211 300 3333 
www.inventor.ac/en • export@inventor.ac

The company bears no responsibility for any possible typos, in product specifications. The technical specifications are subject to change without notice.

For possible differentiations, you may contact the Inventor Customer Service Department at +30 211 300 3300, service@inventor.ac.

*F
ou

nd
in

g 
ye

ar
 o

f I
nv

en
to

r 
A.

G
. S

.A
. 

05
20

20


