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WiFi Ready

Control your climate easily from wherever, with your Smartphone or Tablet.
Download the app, Invmate II, for free via Google Play & App Store and set
your temperature conditions.

Central Control

Choose among the huge variety of controllers, based on your needs. Cen-
tralized (for up to 64 indoor units), front desk, touch pad wired controller,
wifi and many others.

Good Design Award

Passion Pro is the Winner of 2015 Good Design Award competition. The in-
novative design and the unique structure of Passion Pro were the award
winning elements.
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Easy 8°C 4 Way Follow Me Powerful Ultra Silence Green Fin Low Ambient AllDC
Installation Heating Air Flow Self-Cleaning Mode Cooling Inverter

A:

Energy Class Superpower Sterilization Easy Clean
lonizer HEPA Filter
MODEL P6MVI-09WFR/ P6MV0-09 P6MVI-12WFR/ P6MVO0-12 P6MVI-18WFR/ P6MV0-18 P6MVI-24WFR/ P6MV0-24
Cooling Capacity (Btu/h) 9.000 (4.000-11.300) 12.000 (4.300-15.200) 18.000 (6.500-20.900) 24.000 (9.100-26.900)
Cooling Capacity (kWatt) 2.64(1.17-3.31) 3.52(1.26-4.45) 5.28 (1.91-6.13) 7.03 (2.67-7.88)
Heating Capacity (Btu/h) 10.000 (2.800-12.700) 13.000 (3.640-16.600) 19.000 (4.870-23.000) 26.000 (7.100-31.200)
Heating Capacity (kWatt) 2.93(0.82-3.72) 3.81(1.07-4.87) 5.57 (1.43-6.74) 7.62(2.08-9.14)
Pdesign (kW) 2.6 35 53 7.0
Cooling
SEER 6.8 6.7 6.8 6.4
Annual Power Consumption (kWh/year) 134 183 273 383
Seasonal Pdesign (kW) 2.4 2.6 4.4 5.6
(Inaccordance | (Middle Zone) | SCOP 4.1 42 4.2 4.0
to EN14825) Annual Power Consumption (kWh/year) 820 820 1.467 1.960
Pdesign (kW) 3.0 3.0 4.7 7.2
(Warm Zone) SCOP 5.1 5.2 5.4 5.2
Annual Power Consumption (kWh/year) 824 824 1.219 1.938
Voltage / Frequency / Phase (V/Hz/Ph) 230/50/1 230/50/1 230/50/1 230/50/1
Cooling 3.5(0.4-5.5) 5.0(0.5-7.5) 7.1(0.7-10.2) 10.0(1.0-13.2)
Current Input (A)
Heating 3.5(0.6-5.7) 4.6(0.7-7.6) 6.5(1.0-10.5) 10.0(1.3-14.2)
Cooling 816(100-1.270) 1.153(110-1.720) 1.633(150-2.350) 2.306(230-3.030)
Power Input (W)
Heating 811(140-1.330) 1.055(170-1.740) 1.500(230-2.400) 2.302(310-3.270)
Air Flow Volume (m®/h) (High/Medium/Low) 472/360/254 563/497/224 870/730/500 1.176/921/446
. Indoor unit (Sitence/Low/Medium/High) 21/28/35/40 24/33/40/41 27/34/43/45 28/35/45/47
Noise Level (dB(A))
Outdoor unit 55 56 58 61
Indoor unit 53 52 59 61
Sound Power Level (dB(A))
Outdoor unit 58 59 64 65
Compressor Type ROTARY ROTARY ROTARY ROTARY
Liquid line | Gas line 1/4"3/8" 1/4"3/8" 1/4"11/2" 3/8"|5/8"
Power Supply Wire Outdoor (No x mm?) / Fuses (A) 3x1.5/10 3x1.5/10 3x2.5/16 3x2.5/16
Signal Wires (No x mm?) 5x1.5 5x1.5 5x1.5 5x1.5
Indoor unit 717x193x302 805x193x302 964x222x325 1.106x232x342
Dimensions WxHxD (mm)
Outdoor unit 770x555x300 800x554x333 800x554x333 845x702x363
Net Weight Indoor / Outdoor (kg) 7.0/26.6 7.7/29.1 10.1/37.8 13.2/48.4
Refrigerant R410A/800¢g R410A/950¢ R410A/1.480¢ R410A/2.000g
) Cooling -15~50 -15~50 -15~50 -15~50
Operation Temperature Range (°C)
Heating -15~30 -15~30 -15~30 -15~30
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